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I - Sequence of Operations (Flow) 

Background and Introduction 

For optimum results in the manufacture of any component the production 
cycle should flow harmoniously from the initial operation of manufacture 
to the last.  All related functions other than machining operations 
should be inserted in the manufacturing cycle to allow the even flow 
of the component part from start to completion.  Evaluation of the 
methods currently being employed revealed some deviations from what 
would be considered a smooth flow process. 

What was required was an evaluation of the current process of manufac- 
ture, followed by a consolidation and/or rearrangement of manufacturing 
processes to arrive at the optimum method of manufacture for the 105mm 
M68 and 155mm M185 gun tubes, including recent process improvements. 

Approach to the Problem 

The evaluation involved the review of route sheets for operational 
sequence and on site investigation of the manufacturing cycles of both 
gun tubes. These examinations revealed areas where there was need for 
improvement.  It also uncovered areas where there was potential for 
complete change of the manufacturing process and possibilities for 
combining operations to effect cost savings. Upon completion of these 
evaluations a routing was drawn of a proposed manufacturing process and 
forwarded to Operations Directorate, Industrial Engineering Branch 
for concurrence. Assistance was requested from Plant Layout Unit in 
developing a floor plan utilizing the proposed manufacturing process 
developed.  It was requested that Plant Layout exercise its expertise 
coupled with the assumption that the most suitable manufacturing areas 
were available. The reason for the suggested assumption was to allow 
maximum range of imagination and ingenuity. This combination of effort 
then would yield the guidelines for an optimized line. 

Discussion of Results 

As a result of the combined efforts a new proposed manufacturing 
sequence was developed and a plant layout of that development 
was prepared.  Incorporated into it were the past proven MM^T techniques 
advanced by the Machine Process Activity, Benet Weapons Lab and develop- 
ments of the Production Methods Section, Arsenal Operations Directorate. 
Also incorporated into this proposal were the areas of the manufacturing 
cycle that were found to be most troublesome in machining.  In addition, 
the areas that presented difficulty in handling for loading and unloading 
of gun tubes were also incorporated. 



Conclusions 

The improved sequence of operations which was developed for the 
manufacturing facilities of the 105mm M68 and 155mm M185 gun tubes in 
Bldg. 35 was completed.  The improved manufacturing process of the 
lOSram M185 cannon tubes was implemented during the reorganized layout 
of IPE in the Medium Caliber Gun Ship, Bldg. #35 

II - Machining Breech Face Detail 

Background and Introduction 

The machining of the breech face detail on the 105mm M68 gun tube is 
a complex machining operation. Various attempts at reducing the cost 
of this operation have met with unfavorable results.  Earlier attempts 
such as electro chemical machining and profile duplication methods 
(Keller MOD-C) have not alleviated the problem. These methods were not 
consistently reliable and therefore not dependable for production line 
use.  These attempts at improving the machining of this problem operation, 
although unsuccessful, were helpful in establishing guidelines in which 
further attempts would be directed. 

Approach to the Problem 

Machining of the breech face detail (see WTV-D-25283 Figure 1) on the 
105mm M68 gun tubes, as it is currently being performed, is set up in 
horizontal boring mills. This involves the blending in of five (5) 
difficult milling cuts (Figure 2) by the operator to tolerances of plus 
two thousandths of an inch (.002").  The operator is also required to 
move or roll the gun tube twice to position and align angular cuts 
across the breech face of the gun tube.  The time allotted to perform 
this operation is 4.54 hours. All of these requirements represent a 
time consuming and difficult machining operation not to mention a 
tedious and unnecessary customized operation. 

Discussion of Results 

A series of tests were performed to demonstrate a superior method of 
machining the breech face configuration. Two (2) stub tube blanks 
were prepared as per Dwg. WTV-C25284 Figure 3 for experimental machining, 
utilizing numerically controlled equipment to meet drawing requirement 
WTV-D25283 (Figure 1.) Through Production Planning and Control Branch a 
program was prepared for the tests.  The machine selected was a 
Cincinnati Cim-X-Changer WV-11308, see Figure 4, located in Bldg. 20. 
A series of eight (8) machining tests were conducted. All of the eight 
(8) machined ends were inspected by Quality Control Branch Bldg. 20; 
the results were encouraging (Table 1). The conclusions reached 



after all test reports were evaluated, were that this process of 
manufacture by numerical control be adopted by the Arsenal Operations 
Directorate as soon as possible as it represented a cost savings of 
approximately 60 per cent over the method currently employed. 

The improved process would afford the following advantages over the 
current method. 

a. Reduction of set-up and machining time of 60 percent. 
b. Eliminate a bottleneck in the production line. 
c. More uniformly controlled product. 
d. Utilization of automatic equipment applied to a tedious 

machining operation eliminating operator fatigue and error. 
e. Improved process of manufacture. 

Conclusions 

The actual machining tests, accomplished through this MM§T project effort, 
emphasized the necessity to machine the breech face detail on the 105mm 
M68 gun tubes by N/C equipment. As a result of these machining tests a 
cost savings of approximately 60 percent will be realized over the method 
presently employed.  Two Breech End Detail Machines are being acquired 
under the 75 PSR, project #6756957. 

Ill - Hollow Spindle Loading Device 

Background and Introduction 

In the area of handling gun tubes in the process of loading and unload- 
ing the machine tool, two operations stood out as problem areas and 
were evaluated accordingly. The two areas of difficulty in loading and 
unloading were powder chamber grinders and hollow spindle lathes. The 
powder chamber grinders were selected for improvement as they represented 
one of the more costly operations performed in the manufacture of the 
105mm M68 gun tube.  Previous to this project effort, there were no 
attempts to reduce the cost of powder chamber grinding in regards to 
loading and unloading the machine. 

The present practice requires the operator to guide the gun tube (which 
is suspended from an overhead crane) into and through the machine 
spindle to a preset position for location. This method results in the 
gun tube banging into some part of the machine (usually the chuck jaws) 
or the location stop. As a result, some damage occurs simply because 
the gun tube weighs approximately 2000 lbs at this point of manufacture. 
In addition, the process does not locate the gun tube accurately in a 
longitudinal position for the grinding operation.  It is necessary for 



the operator to position the gun tube by jarring it into location with 
a large soft faced hammer. The process developed eliminated this 
condition. 

Approach to the Problem 

The  following steps were taken in developing a new and improved process 
for powder chamber loading and unloading.     Several  concepts were analyzed 
cind evaluated as to costs  and adaptability to the present method of 
manufacture.     One was  chosen as best  adaptable and design services was 
requested to provide assistance in designing and drafting the  concept. 
This  design was  completed and approved and is  detailed on Dwgs.  WTV-F26275 
Tube Loading Assembly  Fig.   5 & 6,  WTV-F26276  Bed(Fig.   7)and WTV-F26277 
Carriage (Fig.  8 and 9), 

Discussion of Results 

The loading device has been installed on WV 2982 Figure 10. The operational 
sequence is described in detail in Table 2.  The process simply requires 
that overhead crane service load the gun tube onto the carriage of the 
tube loading assembly WTV-F26275 (See Figure 10 & 11). The crane is then 
released to provide service to other areas of the manufacturing line. 
The operator then secures the gun tube in the carriage and by push button 
control^positions the gun tube into the powder chamber grinder in a 
matter of seconds.  Because the gun tube is secure in the tube loading 
assembly and aligned to the machine spindle the danger of banging the 
gun tube into the machine and causing damage is eliminated. The advan- 
tages of this process are: 

(1) More efficient loading and unloading. 
(2) Elimination of damage in loading and unloading. 
(3) Accurate positioning. 
(4) Quick release of the crane for other servicing. 
(5) Safer method of loading and unloading. 

The hollow spindle loading device provides a safe and efficient method 
of loading hollow spindle equipment. The process should be adapted 
to all powder chamber grinders.  The time savings is approximately 6 
minutes per tube. 
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Figure 2. End view of breech face extractor detail machined by 
N/C equipment , 
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Figure 4. N/C machine set up for experimental machining of 
extractor detail on 105mm M68 Stub Tube 
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Figure 10. Tube loading assembly 
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Table 2 

PROCEDURE FOR LOADING 5 UNLOADING POWDER CHAMBER LOADING DEVICE 

1. Crane service loads gun tube into carriage with evacuator dia. 
located in middle "V" block. 

2. Crane unhooks.      i 

3. Operator closes clamp on rear "V" block § tightens clamp until 
breech end is lifted off forward "V" block. 

4. Operator presses "FOR. JOG" button § runs gun tube into spindle of 
grinder stopping just short of set stop. 

5. Operator "Inch" jogs breech face of gun tube up against set stop. 

6. Operator releases rear "V" block clamp. 

7. Operator cliecks for location. 

8. IVhen located, operator clamps gun tube in chuck jaws § checks for TIR. 

9. Operator attaches coolant line to muzzle end. 

10. Operator performs grinding operation. 

11. Operator removes coolant line from muzzle end. 

12. Operator releases chuck jaws. 

13. Operator tightens rear "V" block clamp. 

14. Operator presses "REV.JOG" button and removes gun tube from machine 
spindle. , , 

15. Operator unclamps rear "V" block clamp § opens. 

16. Crane service removes gun tube from carriage. 

17 



Figure 11.    Tube loading assembly 

18 



WATIIRVLIUT ARSHNAL INTERNAL DISTRIBUTION LIST 

NO. OF 
COPIES 

COMMANDER 

DIRECTOR, BENET WEAPONS LABORATORY 

CHIEF, DHVELOPMENT iiNGINEERING BRANCH 
ATTN: IJRDAR-LCB-DA 

-DM 
-DP 
-DR 
-DS 
-DC 

CHIEF, ENGINEERING SUPPORT BRANCH 

CHIEF, RESEARCH BRANCH 
AITN: DRDAR-LCB-RA 

-RG 
-RM 
-RP 

TECHNICAL LIBRARY 

TECHNICAL PUBLICATIONS 5 EDITING UNIT 

DIRECTOR, OPERATIONS DIRECTORATE 

DIRECTOR, PROCUREMENT DIRECTORATE 

DIRECTOR, PRODUCT ASSURANCE DIRECTORATE 

2 
1 
1 
1 
1 

S 

2 

1 

1 

1 

NOTE:  PLEASE NOTIFY DIRECTOR, BENET WEAPONS UBORATORY, ATTN: 
DRDAR-LCB-TL, OF ANY REQUIRED CHANGES. 



EXTERNAL DISTRIBUTION LIST (CONT) 

NO. OF 
COPIES 

COMMANDER 
US ARM? RESEARCH OFFICE 
P 0 BOX 1211 
RESEARCH TRIANGLE PARK, NC 27709 

COMMANDER 
US ARMY HARRY DIAMOND LAB 
ATTN: TECH LIB 
2800 POWDER MILL ROAD 
ADELPHIA, MD 20783 

DIRECTOR 
US ARMY INDUSTRIAL BASE ENG ACT 
ATTN: DRXPE-MT 
ROCK ISLAND, IL 61201 

CHIEF, MATERIALS BRANCH 
US ARMY R&S (SOUP, EUR 
BOX 65, FPO N.Y. 09510 

COMMANDER 
NAVAL SURFACE WEAPONS CEN 
ATTN: CHIEF, FJIT SCIENCE DIV 
DAHLGEEN, VA 222,43 

DIRECTOR 
US NAVAL RESEARCH LAB 
ATTN: DIR, MiiCH DIV 

CODE 26-27 (DOC LIB) 
WASHINGTON, D.C, 20375 

NASA SCIENTIFIC & TECH INFO FAC 
P.O. BOX 8757, ATTN: ACQ BR 
BALTIMORE/WASHINGTON INTL AIRPORT 
MARYLAND 21240 

COMMANDER 
DEFENSE DOCU CEN 

1  ATTN: DDC-TCA 
CAMERON STATION 
ALEXANDRIA, VA 22314 

METALS & CERAMICS INFO CEN 
1  BATTELLE COLUMBUS LAB 

505 KING AVE 
COLUMBUS, OHIO 43201 

MPDC 
13919 W. BAY SHORE DR. 

1  TRAVERSE CITY, MI 49684 

MATERIEL SYSTEMS ANALYSIS ACTV 
ATW:    DRXSY-MP 

1  ABERDEEN PROVING GROUI'ID 
MJiRYLAND 21005 

1 
1 

NO. OF 
COPIES 

12 

NOTE: PLEASE NOTIFY COMMANDER, ARRADCOM, ATTN: BENET WEAPONS LABORATORY, 
DRDAR-LCB-TL, WATERVLIET ARSENAL, WATERVLIET, N.Y.  12189, OF XfPI 
REQUIRED CHANGES. 



%i 

I                           HIXTKKNAL DISTRIBUTION LIST 

NO. OF NO. OF 
copms COPIES 

ASST SEC OF THE ARMT COMMANDER 
RKSEARCH & DEVELOPMENT US ARM! TANE-AUTMV R&D COMD 
ATTNj DEP FOR SCI & TECH 1 ATTN: TECH LIB - DRDTA-UL 1 
THE PENTAGON MAT LAB - DRDTA-R?: 1 
WASHINGTON, D.C. 20315 WARREN, MICHIGAN 4SO9O 

COMMANDER COMMANDER 
US ARMy MAT DEV & READ. COMD US MTT.TTARY ACADEMY 
AITN: DRCDE 1 ATTN; CHMN, MECH EN(2l DEPT 1 
5001 EISENHOWER AVE WEST POINT, NY 10996 
ALEXANDRIA, VA 22333 

COMMANDER 
COMMANDER REDSTONE ARSENAL 
US ARMY ARRADCOM ATTN: DRSMI-Jffi 2 
A'lTN: DRDAR-TSS 2 DRSMI-RRS 1 

DRDAR^LCA (PLASTICS TECH 1 DRSMI-RSM 1 
EVAL CEN) ALABAMA 35809 

DOVER, NJ 07801 

COMMANDER 
US ARMY ARRCOM 
ATTN: DRSAR^LEP-L 1 
ROCK ISLAND ARSENAL 
ROCK ISLAND, IL 61299 

DIRECTOR 
US ARMY BALLISTIC RESEARCH LABORATORY 
ATTNs DRDAR-TSB-S (STINFO)       1 
imERDEEN PROVING GROUND, MD 21005 

i 

COMMANDER 
US ARMY ELECTRONICS COMD 
ATTN: TECH LIB 1 
FT MONMDUTH, NJ    07703 

COMMANDER 
US ARMY MOBILITY EQUIP RScD COMD 
ATTN:    TECH LIB 1 
FT BELVOIR, VA 22060 

COMMANDER 
ROCK ISLAND ARSENAL 
ATTN: SARRI-ENM (MAT SCI DIV) 
ROCK ISLAND, IL 61202 

COMMANDER 
HQ, US ARMY AVN SCH 
ATTN: OFC OF THE LIBRARIM 
FT RUCKER, ALABAMA 36362 

COMMANDER 
US Mtm FW SCIENCE & TECH CEN 
ATTN:    DRXST-SD 
220 7TH STREET,  N.E. 
CHARLOTTESVILLE, VA   22901 

COMMANDER 
US ARMY MATERIALS & MECHANICS 

RESEARCH CENTER 
ATTN:  TECH LIB -DRXMR-PL 
WATERTOWN, MASS 02172 

NOTE: PLEASE NOTIFY COMMANDER, ARRADCOM, ATTN: BENET WEAPONS LABORATORY, 
DRDARp-LCB-TL, WATERVLIET ARSENAL, WATERVLIET, N.Y. 12189, OF ANY 
REQUIRED CHANGES. 


